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Model identifier GST18A/B/E(05/07/09/12/15/18/24/28/48)-P1J Model identifier SGA60-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/28.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 3.0/2.0/2.0/1.5/1.2/1.0/0.75/0.64/0.375 (A) Output current 6.0/6.0/5.5/5.0/4.0/3.33/2.5/1.25 (A)

Output power 15.0W for 5.0/7.0V output 18.0W for other Output power 30W for 5.0V, 45W for 7.5V, 50W for 9.0V, 60.0W for other

Average active efficiency >81.39% for 5V, >85.0% for other Average active efficiency >86.95% for 5V, >87.73% for 7.5V, >89.0% for other

Efficiency at low load (10 %) >81.6% (typ) Efficiency at low load (10 %) >84.0 %(typ)

No-load power consumption <0.10W No-load power consumption <0.21W

Model identifier GST25A/B/E(05/07/09/12/15/18/24/28/48)-P1J Model identifier GE12I-(5/7.5/9/12/15/18/24)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/28.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0 (V)

Output current 4.0/2.93/2.55/2.08/1.66/1.38/1.04/0.89/0.52(A) Output current 2.0/1.33/1.33/1.0/0.8/0.83/0.625 (A)

Output power 20.0W for 5.0V, 22.0W for 7.5V, 23.0W for 9.0V, 25.0W for
other

Output power 10W for 5.0/7.5V, 12W for 9/12/15V, 15W for other

Average active efficiency >83.35% for 5V, >86.35% for other Average active efficiency >81.95% for 5.0/7.5V, >82.96% for 9/12/15V,
>84.13% for other

Efficiency at low load (10 %) >81.7%(typ) Efficiency at low load (10 %) >72.1 %(typ)

No-load power consumption <0.10W No-load power consumption <0.10W

Model identifier GST36B/E(05/09/12/24/48)-P1J Model identifier GE18I-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 5.0/9.0/12.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 4.3/3.11/3.0/1.5/0.75(A) Output current 2.4/1.73/2.0/1.5/1.2/1.0/0.75/0.375 (A)

Output power 21.5W for 5.0V, 28.0W for 9.0V, 36.0W for other Output power 12W for 5.0V, 13W for 7.5V, 18W for other

Average active efficiency >83.6% for 5V, >87.4% for other Average active efficiency >82.96% for 5.0V, >83.38% for 7.5V, >85.00% for other

Efficiency at low load (10 %) >82.4%(typ) Efficiency at low load (10 %) >75.1 %(typ)

No-load power consumption <0.10W No-load power consumption <0.10W

Model identifier GST40A(05/07/09/12/15/18/24/48)-P1J Model identifier GE24I-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 5.0/5.34/4.45/3.34/2.67/2.22/1.67/0.84 (A) Output current 3.0/2.0/2.22/2.0/1.6/1.33/1.0/0.5 (A)

Output power 25.0W for 5.0V
40.0W for other

Output power 15W for 5.0/7.5V, 20W for 9.0V, 24W for other

Average active efficiency >83.46% for 5V, >87.59% for other Average active efficiency >84.13% for 5.0/7.5V, >85.47% for 9.0V, >86.20% for other

Efficiency at low load (10 %) >84.54%(typ) Efficiency at low load (10 %) >75.8 %(typ)

No-load power consumption <0.10W No-load power consumption <0.10W

Model identifier GST60A(05/07/09/12/15/18/24/48)-P1J Model identifier GE30I-(12/15/18/24)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V) Output voltage 12.0/15.0/18.0/24.0 (V)

Output current 6.0/6.0/6.0/5.0/4.0/3.33/2.5/1.25(A) Output current 2.5/2.0/1.66/1.25 (A)

Output power 30.0W for 5.0V, 45.0W for 7.5V, 54.0 W for 9.0V, 60.0W for
other

Output power 30W

Average active efficiency >85.07% for 5V, > 88% for other Average active efficiency >86.95%

Efficiency at low load (10 %) >85.0%(typ) Efficiency at low load (10 %) >83.7 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GST90A(12/15/19/24/48)-P1M Model identifier GE40I-(5/7.5/9/12/15/18/24/36/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/19.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/36.0/48.0 (V)

Output current 6.67/6.0/4.74/3.75/1.87(A) Output current 4.0/2.66/3.3/3.3/2.7/2.2/1.67/1.00/0.83 (A)

Output power 80.0W for 12.0V, 90.0W for other Output power 20W for 5.0/7.5V, 30W for 9.0V, 40W for other

Average active efficiency >88.0 % Average active efficiency >85.47% for 5.0/7.5V, >86.92% for 9.0V, >87.58% for other

Efficiency at low load (10 %) >86.1 %(typ) Efficiency at low load (10 %) >77.3 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W
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Model identifier GST120A(12/15/20/24/48)-R7B/P1M Model identifier GSM12E/GEM12I-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 8.5/7.0/6.0/5.0/2.5(A) Output current 1.6/1.33/1.0/0.8/0.66/0.5/0.25 (A)

Output power 102.0W for 12.0V, 105.0W for 15.0V, 120.0W for other Output power 12W

Average active efficiency >88.0 % Average active efficiency >82.96%

Efficiency at low load (10 %) >86.5 %(typ) Efficiency at low load (10 %) >72.96%(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GST160A(12/15/20/24/48)-R7B Model identifier GEM18I-(5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/36.0/48.0 (V) Output voltage 5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 11.5/9.6/8.0/6.67/4.44/3.34(A) Output current 3.0/2.0/1.5/1.2/1.0/0.75/0.375 (A)

Output power 138.0W for 12.0V, 144.0W for 15.0V, 160.0W for other Output power 15W for 5.0V, 18.0W for other

Average active efficiency >88.0 % Average active efficiency >84.1 % for 5V, >85.0% for other

Efficiency at low load (10 %) >80.0 %(typ) Efficiency at low load (10 %) >81.0%(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GST220A(12/15/20/24/36/48)-R7B Model identifier GEM30I-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/36.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 15.0/13.4/11.0/9.2/6.1/4.6(A) Output current 4.0/3.33/3.33/2.5/2.0/1.66/1.25/.625 (A)

Output power 180.0W  for  12.0V,  201.0W  for  15.0V,  220.0W  for  20.0V, 
221.0W for 24.0V, 219.6W for 36.0V, 221.0W for 48.0V

Output power 20W for 5.0V, 25W for 7.5V, 30.0W for other

Average active efficiency >88.0 % Average active efficiency >85.47% for 5V, >86.35% for 7.5V, >86.95% for other

Efficiency at low load (10 %) >80.0 %(typ) Efficiency at low load (10 %) >81.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GSM90A/B(12/15/19/24/48)-P1M Model identifier GEM40I-(5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/19.0/24.0/48.0 (V) Output voltage 5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 6.67/6.0/4.74/3.75/1.87(A) Output current 5.0/4.0/3.33/2.66/2.22/1.66/0.83 (A)

Output power 80.0W for 12.0V, 90.0W for other Output power 25W for 5.0V, 36W for 9.0V, 40.0W for other

Average active efficiency >88.0 % Average active efficiency >86.35% for 5V, >87.40% for 9.0V, >87.59% for other

Efficiency at low load (10 %) >87.1 %(typ) Efficiency at low load (10 %) >85.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GSM120A/B(12/15/20/24/48)-R7B Model identifier GEM60I-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 8.5/7.0/6.0/5.0/2.5(A) Output current 6.0/6.0/5.5/4.5/4.0/3.33/2.5/1.25 (A)

Output power 102.0W for 12.0V, 105.0W for 15.0V, 120.0W for other Output power 30W for 5.0V, 45W for 7.5V, 50W for 9.0V, 54W for 12V
40.0W for other

Average active efficiency >88.0 % Average active efficiency >86.95% for 5V, >87.73% for 7.5V, >89.0% for other

Efficiency at low load (10 %) >86.3 %(typ) Efficiency at low load (10 %) >83.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.21W

Model identifier GSM160A/B(12/15/20/24/48)-R7B Model identifier GS15-(1/1-1/2/3/4/5/6/8)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/36.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 11.5/9.6/8.0/6.67/4.44/3.34(A) Output current 2.4/1.6/1.66/1.25/1.0/0.83/0.625/0.31 (A)

Output power 138.0W for 12.0V, 144.0W for 15.0V, 160.0W for other Output power 12W for 5.0/7.5V, 15.0W for other

Average active efficiency >88.0 % Average active efficiency >82.96% for 5/7.5V, >84.13% for other

Efficiency at low load (10 %) >87.6 %(typ) Efficiency at low load (10 %) >79.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W
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Model identifier GSM220A/B(12/15/20/24/48)-R7B Model identifier SGA12-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/48.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 15.0/13.4/11.0/9.2/4.6(A) Output current 2.4/1.6/1.33/1.0/0.8/0.66/0.5/0.25 (A)

Output power 180.0W  for  12.0V,  201.0W  for  15.0V,  220.0W  for  20.0V, 
221.0W for other

Output power 12W

Average active efficiency >88.0 % Average active efficiency >82.96 %

Efficiency at low load (10 %) >84.6 %(typ) Efficiency at low load (10 %) >75.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier OWA-60E-12/15/20/24/30/36/42/48/54 Model identifier SGA18-(5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) Output voltage 5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 5.0/4.0/3.0/2.5/2.0/1.67/1.5/1.25/1.12(A) Output current 3.0/2.0/1.5/1.2/1.0/0.75/0.375 (A)

Output power 60.0W  for  12.0/15.0/20.0/24.0/30.0/48.0(V),  60.12W  for
36.0V, 63.0W for 42.0V, 60.48W for 54.0V

Output power 15W for 5.0V, 18.0W for other

Average active efficiency >88.0 % Average active efficiency >84.1 % for 5V, >85.0% for other

Efficiency at low load (10 %) >80.0 %(typ) Efficiency at low load (10 %) >78.5 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier OWA-90E-12/15/20/24/30/36/42/48/54 Model identifier SGA25-(5/7.5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 7.5/6.0/4.5/3.75/3.0/2.5/2.15/1.88/1.67 (A) Output current 4.0/2.93/2.77/2.08/1.66/1.38/1.04/0.52 (A)

Output power 90.0W   for   12.0/15.0/20.0/24.0/30.0/36.0(V), 90.3W for
42.0V, 90.24W for 48.0V, 90.18W for 54.0V

Output power 20W for 5.0V, 22W for 7.5V, 25.0W for other

Average active efficiency >88.0 % Average active efficiency >85.4% for 5V, >86.35% for other

Efficiency at low load (10 %) >79.0 %(typ) Efficiency at low load (10 %) >81.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier OWA-120E-(12/15/20/24/30/36/42/48/54) Model identifier SGA40-(5/9/12/15/18/24/48)

Input voltage 230Vac Input voltage 230Vac

Input AC frequency 50Hz Input AC frequency 50Hz

Output voltage 12.0/15.0/20.0/24.0/30.0/36.0/42.0/48.0/54.0 (V) Output voltage 5.0/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 9.6/8.0/6.0/5.0/4.0/3.4/2.9/2.5/2.3 (A) Output current 5.0/4.44/3.33/2.66/2.22/1.67/0.84 (A)

Output power 115W   for   12.0V,   120W   for   15.0/20.0/24.0/30.0/48.0(V), 
122.4W for 36.0V, 121.8W for 42.0V, 124.2W for 54.0V

Output power 25W for 5.0V, 40.0W for other

Average active efficiency >88.0 % Average active efficiency >86.35% for 5V, >87.6% for other

Efficiency at low load (10 %) >82.5 %(typ) Efficiency at low load (10 %) >85.0 %(typ)

No-load power consumption <0.21W No-load power consumption <0.10W

Model identifier GS06E-(1/11/2/3/4/5/6/7)

Input voltage 230Vac

Input AC frequency 50Hz

Output voltage 5.0/7.5/9.0/12.0/15.0/18.0/24.0/48.0 (V)

Output current 1.0/0.8/0.66/0.5/0.4/0.33/0.25/0.125 (A)

Output power 6W

Average active efficiency >78.88 %

Efficiency at low load (10 %) >73.0 %(typ)

No-load power consumption <0.10W
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