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HAHN Transformers
Short-Circuit Proof
Qutput: 1,9VA

Input Voltage: 230V
Core: EI30

Features

* Winding of double coated copper wire for better insulation,
vacuum casted, two chambers

» Connections for PCR use

Technical Specificatiunﬁ

Temperature Resistanee Class™: . S i f
End Temperature in Case of Short Circuil, Maxa: ... 190°C
End Temperature in Standard Use: ... 140°C
Permissible Overtemperatured); ... ..cioiimmsimia s s esssss L 4
Primary Valtage (50/60Hz); ....... z: 230V AC
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" The Maximum Permissible Continuous Ambient Temperature
Applies in the Event of Short-Circuit, 2 Taking into Account the
Indicated Temperature Resistance Class, 3 At 70°C Ambient Tem-
perature
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Part BVEI3032039 without approval

Additional Products

Orders of 100 pieces on request, delivery time approx. 5 weeks.

Terms of Delivery
Minimum order quantity: 1 PKU = 5 pieces

Manufacturer: ™ Hann cmbH & Co. kG
bittp:Sfwwwehahn-trafo.com
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HAHN Transformers
Short-Circuit Proof
Output: 2,6VA

Input Voltage: 230V
Core: EI30

Features

= Winding of double coated copper wire Tor better insulation,
vacuum casted, two chambers

* Connections for PCB use

Technical Specifications

Temperature Resistance Class ..o s Ta 40/F
End Temperature in Case of Short Circuit, Max®:............oe. 190°C
End Temperature in Standard Use: ... 140°C
Permissible Overtemperabume® ... TOOK
Frimary Yoltage (S080HZ) s HUF AC
Performange, Max. (Ta d0/FI o errrrsrrrsrrrsrersssssssies 2,604
WO A N T i i i i i e S o 4RV B0Hz
Mo-Load Veltage {According to VDE 0570):................... <2 % Uy o

' The Maximum Permissible Continuous Ambient Temperature
Applies in the Event of Short-Circuit, * Taking into Account the

Indicated Temperature Resistance Class, #At 40°C Ambient Tempe-

rature
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Additional Products

Orders of 100 pieces on request, delivery time approx. 5 weeks,

Terms of Delivery
Minimum order quantity: 1 PKU = 5 pieces

Manufacturer: Bl pann GmbH & co. kG
bittpsS v hahn-trafo.com

Part Mr.

BVEIZ032030
BVEIZ032031
BVEI3032032
BVEIZ032033
BVEIZ032034
BVEIZ032035
BVEI3032095
BVEIZ032036
BVEIZ032037
BVEI3032038
BVEIZ032039

Part description

Transformer 1,98 2300 6V 316mA
Transformer 1,9VA 230V 9V 211mA
Transtormer 1,9VA 230V 12V 158mA
Transformer 1,9VA 230V 15V 126mA,
Transfarmer 1,9VA 2300 18V 105mA
Transformer 1,9VA 230V 2x6V 2x15BmA
Transformer 1,9VA 230V 2x7,5V 2x126mA,
Transformer 1,9VA 2300 2x9V 2x105maA,
Transformer 1,9VA 2300 2x12V 2x79mA
Transformer 1,9VA 230V 2x15V 2x63mA
Transformer 1,9VA 230V 2x18V 2x52mA,

BVEI303_

Part Mr.

EVEIZ042041
BVEIZ042042
BVEIZ042043
BVEI3D42045
BVEIZ042046
BVEI3042047
EVEIZ042048

BVEI304_

auf die Stifte gesehen

1 - & = primar, 230V

7 - 8 = sekundar (eine Wicklung)

8 - 7 und 9 - 10 sekundar (zwei Wicklungen)
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Part description
Transformer 2,6VA 230V 9V 289mA
Transformer 2,684 2300V 12V 217maA
Tramsformer 2,6%A 2300 15 174ma,
Transformer 2,804 2300 JaEY 25217 maA
Transformer 2,6WA 230V 2x3V 2x145mA
Transformer 2,6VA 230V 2x12V 2x108mA
Transformer 2,6%WA 2300 2x16% 2xB87mA
auf die Stifte gesehen

1- 5= primér, 230V
7 -9 = sekundar (gine Wicklung)
B - 7 und 9 - 10 sekundar (zwel Wicklungen)
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