IDC Connectors

F31 31 = Product group; Preduct group discount F 31 3_ Part Nr. Part description
IDC Connectors LPV10P3.2 IDC PC-Connector 10-Pole
For Flat Cables LPV14P3.2 IDC PC-Connector 14-Fole
Pitch: 2,54mm LPV16P3.2 IDC PC-Connector 16-Pole
Series: LPV_P3.2 LPV20P3.2 IDC PC-Connector 20-Pole

LPV26P3.2 IDC PC-Connector 26-Pole

LPV34P3.2 IDC PC-Connector 34-Pole
Technical Specifications LPVADP3.2 IDC PC-Connector 40-Pole
Insulation Shell:............ccccniiiniininiin PBET 20% Glass-filled, Grey LPV50P3.2 IDC PC-Connector 50-Pale
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Dimensions
Part Mr. Mr. of Paoles A

[mm]
LPY10P3.2 10 17,6
LPV14P3.2 14 22,6
LPV16P3.2 16 25,2 : e
LPVZ0P3.2 20 30,3 e al R RN
LPV26P3.2 26 37.9 “e ﬁT =
|

LPV34P3.2 34 48,0 NRRLARRSRARERORSRL]
LPWA0P3.2 40 55,7
LPVS0P3.2 50 G68.4
LPWVa0P3 2 &0 81,2
MNote
= Suitable AWG28 flat cables, see product groups G1833 and
G1837 LPV_P3.2 Dimensions
* Far suitable IDC crimping fixtures MWZ2150, see product group
T4651 in our red "Components and Devices” catalogue.
Terms of Delivery
Minimum arder quantity: 1 PKU = 10 pieces
Form of delivery: will be delivered with not pre-rastered lid
Manufacturer: various
F31 36 = Product group; Product group discount F 31 3_ Part Nr. Part description
IDC Connectors LPV1OT IDC PC-Connector 10-Fale
For Flat Cables LPV14T IDC PC-Connector 14-Pale
Pitch: 2,54mm LPVI6T IDC PC-Connector 16-Pole
Series: LPV_ T LPV20T IDC PC-Connecter 20-Pole

LPV2ET IBC PC-Connector 26-Pole

LPV34T § IDC PC-Connector 34-Pole
Technical Specifications LPV40T IDC PC-Connector 40-Pole
Insulation Shell: _...............ccc i PBT, Glass-filled, UL24V-0, Grey LPVSOT IDC PC-Connectar 50-Pole
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LPV10T 10 18,10 10,16 - A -
LPV14T 14 23,18 15,24 - .‘
LPV16T 16 25,72 17.78 L LR mMMr o
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Note
* Suitable AWG28 flat cables, see product groups G1833 and
1837 LPV_T Dimensions

* For suitable IDC crimping fixtures MWZ215D, see product group
T4651 in our red “Components and Devices” catalogue,

Terms of Delivery
Minimum grder quantity: 1 PKU = 10 pieces

Manufacturer: various



