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Ferrule fuse-links 8x31 gG 400VAC PRODUCT RANGE 

 
 

 

FR8GG40V4 

 

FR8GG40V25 

Size 8,5x31,5 400VAC gG without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR8GG40V0.5 P218191 400 V 0.5 A 20 kA 0.55 W 4.4 g 

FR8GG40V1 C218709 400 V 1 A 20 kA 0.35 W 4.4 g 

FR8GG40V2 Q219227 400 V 2 A 20 kA 0.45 W 4.4 g 

FR8GG40V4 W222958 400 V 4 A 20 kA 0.65 W 4.4 g 

FR8GG40V6 A211025 400 V 6 A 20 kA 0.83 W 4.4 g 

FR8GG40V8 B213096 400 V 8 A 20 kA 1 W 4.4 g 

FR8GG40V10 A214613 400 V 10 A 20 kA 1.2 W 4.4 g 

FR8GG40V12 R216146 400 V 12 A 20 kA 1.3 W 4.4 g 

FR8GG40V16 P216650 400 V 16 A 20 kA 1.7 W 4.4 g 

FR8GG40V20 F217677 400 V 20 A 20 kA 2 W 4.4 g 

FR8GG40V25 D218710 400 V 25 A 20 kA 2.4 W 4.4 g 

 

 

 
FR8GG40V25I 

 
Size 8,5x31,5 gG 400VAC with indicator 

 
 
 
 
 

Ferrule fuse-links 8x31 aM 400VAC 
 

PRODUCT RANGE 

 
 

 

FR8AM40V2 

Size 8,5x31,5 aM 400VAC without indicator 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR8GG40V2I B222204 400 V 2 A 20 kA 0.45 W 4.4 g 

FR8GG40V4I X222959 400 V 4 A 20 kA 0.65 W 4.4 g 

FR8GG40V6I V201291 400 V 6 A 20 kA 0.83 W 4.4 g 

FR8GG40V8I B211026 400 V 8 A 20 kA 1 W 4.4 g 

FR8GG40V10I A212060 400 V 10 A 20 kA 1.2 W 4.4 g 

FR8GG40V12I C213097 400 V 12 A 20 kA 1.3 W 4.4 g 

FR8GG40V16I Y214105 400 V 16 A 20 kA 1.7 W 4.4 g 

FR8GG40V20I J215127 400 V 20 A 20 kA 2 W 4.4 g 

FR8GG40V25I S216147 400 V 25 A 20 kA 2.4 W 4.4 g 

 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR8AM40V1 C217168 400 V 1 A 20 kA 0.09 W 4.4 g 

FR8AM40V2 R218193 400 V 2 A 20 kA 0.15 W 4.4 g 

FR8AM40V4 S219229 400 V 4 A 20 kA 0.26 W 4.4 g 

FR8AM40V6 C222205 400 V 6 A 20 kA 0.35 W 4.4 g 

FR8AM40V8 F200749 400 V 8 A 20 kA 0.47 W 4.4 g 

FR8AM40V10 W201292 400 V 10 A 20 kA 0.55 W 4.4 g 

FR8AM40V12 V1007188 400 V 12 A 20 kA 0.7 W 4.4 g 
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FR10GG50V6 

 

FR10GG40V32 

Size 10,3x38 gG 400/500VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10GG50V0.5 C211027 500 V 0.5 A 120 kA 0.07 W 8.3 g 

FR10GG50V1 B212061 500 V 1 A 120 kA 0.45 W 8.3 g 

FR10GG50V2 D213098 500 V 2 A 120 kA 0.5 W 8.3 g 

FR10GG50V4 X213598 500 V 4 A 120 kA 0.85 W 8.3 g 

FR10GG50V6 K215128 500 V 6 A 120 kA 0.95 W 8.3 g 

FR10GG50V8 D217169 500 V 8 A 120 kA 1.15 W 8.3 g 

FR10GG50V10 S218194 500 V 10 A 120 kA 1.3 W 8.3 g 

FR10GG50V12 W219761 500 V 12 A 120 kA 1.4 W 8.3 g 

FR10GG50V16 G200750 500 V 16 A 120 kA 1.9 W 8.3 g 

FR10GG50V20 D211028 500 V 20 A 120 kA 2.4 W 8.3 g 

FR10GG50V25 E213099 500 V 25 A 120 kA 2.7 W 8.3 g 

FR10GG40V32 A214107 400 V 32 A 120 kA 2.8 W 8.3 g 

 

 

 
FR10GG40V32I 

 

 
 

 
 

 

FR10GG25V32P 

 

 
 

 

 

 

FR10GG69V6 

 
Size 10,3x38 gG 400/500VAC with indicator 

 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR10GG50V2I S216653 500 V 2 A 120 kA 0.5 W 8.3 g 

FR10GG50V4I E217170 500 V 4 A 120 kA 0.85 W 8.3 g 

FR10GG50V6I T218195 500 V 6 A 120 kA 0.95 W 8.3 g 

FR10GG50V8I V219231 500 V 8 A 120 kA 1.15 W 8.3 g 

FR10GG50V10I E222207 500 V 10 A 120 kA 1.3 W 8.3 g 

FR10GG50V12I H200751 500 V 12 A 120 kA 1.4 W 8.3 g 

FR10GG50V16I H201809 500 V 16 A 120 kA 1.9 W 8.3 g 

FR10GG50V20I X211551 500 V 20 A 120 kA 2.4 W 8.3 g 

FR10GG50V25I W212585 500 V 25 A 120 kA 2.7 W 8.3 g 

FR10GG40V32I Z213600 400 V 32 A 120 kA 2.8 W 8.3 g 

 
Size 10,3x38 gG 250/400VAC with striker 

 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10GG40V2P G083703 400 V 2 A 100 kA 0.6 W 9.2 g 

FR10GG40V4P D084758 400 V 4 A 100 kA 0.75 W 9.2 g 

FR10GG40V6P Y084799 400 V 6 A 100 kA 0.9 W 9.2 g 

FR10GG40V8P F083955 400 V 8 A 100 kA 1 W 9.2 g 

FR10GG40V10P A084801 400 V 10 A 100 kA 1.1 W 9.2 g 

FR10GG40V12P G083956 400 V 12 A 100 kA 1.25 W 9.2 g 

FR10GG40V16P X084798 380 V 16 A 100 kA 1.35 W 9.2 g 

FR10GG40V20P Z084800 380 V 20 A 100 kA 1.45 W 9.2 g 

FR10GG25V25P H083957 250 V 25 A 100 kA 1.7 W 9.2 g 

FR10GG25V32P E083954 250 V 32 A 100 kA 2.2 W 9.2 g 

 
Size 10,3x38 gG 690VAC without indicator 

 
 
 
 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Ferrule fuse-links 10x38 gG 400 to 690VAC PRODUCT RANGE 
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Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10GG69V1 R302787 690 V 1 A 120 kA 0.45 W 9 g 

FR10GG69V2 S302788 690 V 2 A 120 kA 0.55 W 9 g 

FR10GG69V4 T302789 690 V 4 A 120 kA 0.6 W 9 g 

FR10GG69V6 V302790 690 V 6 A 120 kA 0.9 W 9 g 

FR10GG69V8 W302791 690 V 8 A 120 kA 1 W 9 g 

FR10GG69V10 X302792 690 V 10 A 120 kA 1.15 W 9 g 

FR10GG69V12 Y302793 690 V 12 A 120 kA 1.4 W 9 g 

FR10GG69V16 Z302794 690 V 16 A 120 kA 1.9 W 9 g 
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Ferrule fuse-links 10x38 aM 400 to 690VAC PRODUCT RANGE 

 
 

 

FR10AM40V32 

 

 
 

 

 
 

 
 

 

 

FR10AM40V25I 

 

 

 
 

 

 

FR10AM40V8P 

 
 

 

 
 

 

FR10AM69V8 

Size 10,3x38 aM 400/500VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10AM50V0.16 E214617 500 V 0.16 A 120 kA 0.07 W 8.3 g 

FR10AM50V0.25 M215130 500 V 0.25 A 120 kA 0.08 W 8.3 g 

FR10AM50V0.5 W216150 500 V 0.5 A 120 kA 0.07 W 8.3 g 

FR10AM50V1 F217171 500 V 1 A 120 kA 0.1 W 8.3 g 

FR10AM50V2 H218714 500 V 2 A 120 kA 0.14 W 8.3 g 

FR10AM50V4 W219232 500 V 4 A 120 kA 0.28 W 8.3 g 

FR10AM50V6 F222208 500 V 6 A 120 kA 0.38 W 8.3 g 

FR10AM50V8 Z201295 500 V 8 A 120 kA 0.55 W 8.3 g 

FR10AM50V10 Y211552 500 V 10 A 120 kA 0.62 W 8.3 g 

FR10AM50V12 A213601 500 V 12 A 120 kA 0.82 W 8.3 g 

FR10AM50V16 F214618 500 V 16 A 120 kA 0.87 W 8.3 g 

FR10AM50V20 X216151 500 V 20 A 120 kA 1.05 W 8.3 g 

FR10AM40V25 G217172 400 V 25 A 120 kA 1.2 W 8.3 g 

FR10AM40V32 J218715 400 V 32 A 120 kA 1.8 W 8.3 g 

 
Size 10,3x38 aM 400/500VAC with indicator 

 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR10AM50V1I X219233 500 V 1 A 120 kA 0.1 W 8.3 g 

FR10AM50V2I G222209 500 V 2 A 120 kA 0.14 W 8.3 g 

FR10AM50V4I K200753 500 V 4 A 120 kA 0.28 W 8.3 g 

FR10AM50V6I K201811 500 V 6 A 120 kA 0.38 W 8.3 g 

FR10AM50V8I Z211553 500 V 8 A 120 kA 0.55 W 8.3 g 

FR10AM50V10I H213102 500 V 10 A 120 kA 0.62 W 8.3 g 

FR10AM50V12I D214110 500 V 12 A 120 kA 0.82 W 8.3 g 

FR10AM50V16I P215132 500 V 16 A 120 kA 0.87 W 8.3 g 

FR10AM50V20I V216655 500 V 20 A 120 kA 1.05 W 8.3 g 

FR10AM40V25I L217682 400 V 25 A 120 kA 1.2 W 8.3 g 

 
Size 10,3x38 aM 400VAC with striker 

 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10AM40V2P Z084984 400 V 2 A 100 kA 0.18 W 9.2 g 

FR10AM40V4P Y085259 400 V 4 A 100 kA 0.2 W 9.2 g 

FR10AM40V6P W085257 400 V 6 A 100 kA 0.21 W 9.2 g 

FR10AM40V8P A084985 400 V 8 A 100 kA 0.29 W 9.2 g 

FR10AM40V10P B084986 400 V 10 A 100 kA 0.36 W 9.2 g 

FR10AM40V12P X085258 400 V 12 A 100 kA 0.43 W 9.2 g 

FR10AM40V16P C084757 380 V 16 A 100 kA 0.57 W 9.2 g 

FR10AM40V20P V085256 380 V 20 A 100 kA 0.72 W 9.2 g 

FR10AM25V25P A076038 250 V 25 A 100 kA 1.2 W 9.2 g 

FR10AM25V32P B076039 250 V 32 A 100 kA 1.6 W 9.2 g 

 
Size 10,3x38 aM 690VAC without indicator 

 
 
 

 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR10AM69V1 H302779 690 V 1 A 120 kA 0.1 W 8.3 g 

FR10AM69V2 J302780 690 V 2 A 120 kA 0.14 W 8.3 g 

FR10AM69V4 K302781 690 V 4 A 120 kA 0.28 W 8.3 g 

FR10AM69V6 L302782 690 V 6 A 120 kA 0.38 W 8.3 g 

FR10AM69V8 M302783 690 V 8 A 120 kA 0.55 W 8.3 g 

FR10AM69V10 N302784 690 V 10 A 120 kA 0.62 W 8.3 g 

FR10AM69V12 P302785 690 V 12 A 120 kA 0.78 W 8.3 g 
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FR14GG50V50 

 

 

 
 

 
 

 

 
 

 
 

 

FR14GG50V50P 

Size 14,3x51 gG 500/690VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR14GG69V1 K218716 690 V 1 A 120 kA 0.6 W 21 g 

FR14GG69V2 Y219234 690 V 2 A 120 kA 0.75 W 21 g 

FR14GG69V4 A219765 690 V 4 A 120 kA 1.1 W 21 g 

FR14GG69V6 H222210 690 V 6 A 120 kA 1.25 W 21 g 

FR14GG69V8 D222965 690 V 8 A 120 kA 1.45 W 21 g 

FR14GG69V10 L200754 690 V 10 A 120 kA 1.65 W 21 g 

FR14GG69V12 L201812 690 V 12 A 120 kA 1.8 W 21 g 

FR14GG69V16 A211554 690 V 16 A 120 kA 2.35 W 21 g 

FR14GG69V20 Z212588 690 V 20 A 120 kA 2.75 W 21 g 

FR14GG69V25 C213603 690 V 25 A 120 kA 3.1 W 21 g 

FR14GG69V32 L1010170 690 V 32 A 120 kA 3.6 W 21 g 

FR14GG69V40 P1010173 690 V 40 A 120 kA 4 W 21 g 

FR14GG69V50 Q1010174 690 V 50 A 120 kA 4.8 W 21 g 

FR14GG50V32 W216656 500 V 32 A 120 kA 3.6 W 21 g 

FR14GG50V40 X218198 500 V 40 A 120 kA 4 W 21 g 

FR14GG50V50 Z219235 500 V 50 A 120 kA 4.8 W 21 g 

 
Size 14,3x51 gG 500VAC with striker 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Ferrule fuse-links 14x51 gG 500 to 690VAC PRODUCT RANGE 
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Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR14GG50V2P J211033 500 V 2 A 120 kA 0.75 W 21 g 

FR14GG50V4P H212067 500 V 4 A 120 kA 1.1 W 21 g 

FR14GG50V6P G214113 500 V 6 A 120 kA 1.25 W 21 g 

FR14GG50V8P R215134 500 V 8 A 120 kA 1.45 W 21 g 

FR14GG50V10P Z216153 500 V 10 A 120 kA 1.65 W 21 g 

FR14GG50V12P L217176 500 V 12 A 120 kA 1.8 W 21 g 

FR14GG50V16P Z218200 500 V 16 A 120 kA 2.35 W 21 g 

FR14GG50V20P B219237 500 V 20 A 120 kA 2.75 W 21 g 

FR14GG50V25P L222213 500 V 25 A 120 kA 3.1 W 21 g 

FR14GG50V32P P200757 500 V 32 A 120 kA 3.6 W 21 g 

FR14GG50V40P P201815 500 V 40 A 120 kA 4 W 21 g 

FR14GG50V50P D211557 500 V 50 A 120 kA 4.8 W 21 g 
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Ferrule fuse-links 14x51 aM 500 to 690VAC PRODUCT RANGE 

 
 

 

FR14AM50V50 

 

 
 

 

 
 

 
 

 

 
 

 
 
 

FR14AM50V10P 

Size 14,3x51 aM 500/690VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR14AM69V0.25 B212590 690 V 0.25 A 120 kA 0.1 W 21 g 

FR14AM69V0.5 L213105 690 V 0.5 A 120 kA 0.9 W 21 g 

FR14AM69V1 E213605 690 V 1 A 120 kA 0.13 W 21 g 

FR14AM69V2 H214114 690 V 2 A 120 kA 0.18 W 21 g 

FR14AM69V4 K214622 690 V 4 A 120 kA 0.28 W 21 g 

FR14AM69V6 S215135 690 V 6 A 120 kA 0.42 W 21 g 

FR14AM69V8 T215642 690 V 8 A 120 kA 0.55 W 21 g 

FR14AM69V10 Z216659 690 V 10 A 120 kA 0.65 W 21 g 

FR14AM69V12 M217177 690 V 12 A 120 kA 0.75 W 21 g 

FR14AM69V16 Q217686 690 V 16 A 120 kA 1.05 W 21 g 

FR14AM69V20 P218720 690 V 20 A 120 kA 1.3 W 21 g 

FR14AM69V25 E219769 690 V 25 A 120 kA 1.55 W 21 g 

FR14AM69V32 G1011477 690 V 32 A 120 kA 2.05 W 21 g 

FR14AM69V40 J1011479 690 V 40 A 120 kA 2.65 W 21 g 

FR14AM50V32 M222214 500 V 32 A 120 kA 2.05 W 21 g 

FR14AM50V40 Q200758 500 V 40 A 120 kA 2.65 W 21 g 

FR14AM50V45 L211035 500 V 45 A 120 kA 2.85 W 21 g 

FR14AM50V50 E211558 500 V 50 A 120 kA 2.95 W 21 g 

 
Size 14,3x51 aM 500VAC with striker 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR14AM50V1P W215644 500 V 1 A 120 kA 0.13 W 21 g 

FR14AM50V2P B216661 500 V 2 A 120 kA 0.18 W 21 g 

FR14AM50V4P C218203 500 V 4 A 120 kA 0.28 W 21 g 

FR14AM50V6P E219240 500 V 6 A 120 kA 0.42 W 21 g 

FR14AM50V8P N222215 500 V 8 A 120 kA 0.55 W 21 g 

FR14AM50V10P S200760 500 V 10 A 120 kA 0.65 W 21 g 

FR14AM50V12P R201817 500 V 12 A 120 kA 0.75 W 21 g 

FR14AM50V16P G211560 500 V 16 A 120 kA 1.05 W 21 g 

FR14AM50V20P E212593 500 V 20 A 120 kA 1.3 W 21 g 

FR14AM50V25P H213608 500 V 25 A 120 kA 1.55 W 21 g 

FR14AM50V32P N214625 500 V 32 A 120 kA 2.05 W 21 g 

FR14AM50V40P X215645 500 V 40 A 120 kA 2.65 W 21 g 

FR14AM50V45P C216662 500 V 45 A 120 kA 2.85 W 21 g 

FR14AM50V50P D218204 500 V 50 A 120 kA 2.95 W 21 g 
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FR22GG69V2 

 

 

 
 

 
 

 

 
 

 
 

 

FR22GG50V125P 

Size 22x58 gG 500/690VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR22GG69V2 F219241 690 V 2 A 120 kA 0.9 W 54 g 

FR22GG69V4 H219772 690 V 4 A 120 kA 1.25 W 54 g 

FR22GG69V6 P222216 690 V 6 A 120 kA 1.4 W 54 g 

FR22GG69V8 L222972 690 V 8 A 120 kA 1.6 W 54 g 

FR22GG69V10 T200761 690 V 10 A 120 kA 1.9 W 54 g 

FR22GG69V12 J201304 690 V 12 A 120 kA 2 W 54 g 

FR22GG69V16 S201818 690 V 16 A 120 kA 2.5 W 54 g 

FR22GG69V20 P211038 690 V 20 A 120 kA 3.4 W 54 g 

FR22GG69V25 N212072 690 V 25 A 120 kA 3.5 W 54 g 

FR22GG69V32 F212594 690 V 32 A 120 kA 3.7 W 54 g 

FR22GG69V40 J213609 690 V 40 A 120 kA 4.3 W 54 g 

FR22GG69V50 P214626 690 V 50 A 120 kA 5.3 W 54 g 

FR22GG69V63 Y215646 690 V 63 A 120 kA 6.3 W 54 g 

FR22GG69V80 Q217180 690 V 80 A 120 kA 7.4 W 54 g 

FR22GG50V100 E218205 500 V 100 A 120 kA 8.3 W 54 g 

FR22GG50V125 J219773 500 V 125 A 120 kA 11.3 W 54 g 

 
Size 22x58 gG 500/690VAC with striker 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Ferrule fuse-links 22x58 gG 500 to 690VAC PRODUCT RANGE 
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Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR22GG69V2P N093760 690 V 2 A 120 kA 0.9 W 54 g 

FR22GG69V4P R214628 690 V 4 A 120 kA 1.25 W 54 g 

FR22GG69V6P A215648 690 V 6 A 120 kA 1.4 W 54 g 

FR22GG69V8P F216665 690 V 8 A 120 kA 1.6 W 54 g 

FR22GG69V10P W217691 690 V 10 A 120 kA 1.9 W 54 g 

FR22GG69V12P W218726 690 V 12 A 120 kA 2 W 54 g 

FR22GG69V16P L219775 690 V 16 A 120 kA 2.5 W 54 g 

FR22GG69V20P P222975 690 V 20 A 120 kA 3.4 W 54 g 

FR22GG69V25P M201307 690 V 25 A 120 kA 3.5 W 54 g 

FR22GG69V32P S211041 690 V 32 A 120 kA 3.7 W 54 g 

FR22GG69V40P R212075 690 V 40 A 120 kA 4.3 W 54 g 

FR22GG69V50P M213612 690 V 50 A 120 kA 5.3 W 54 g 

FR22GG69V63P T1022160 690 V 63 A 120 kA 4.8 W 54 g 

FR22GG69V80P Z1022165 690 V 80 A 120 kA 6.2 W 54 g 

FR22GG50V63P S214629 500 V 63 A 120 kA 4.8 W 54 g 

FR22GG50V80P F216159 500 V 80 A 120 kA 6.2 W 54 g 

FR22GG50V100P T217183 500 V 100 A 120 kA 8.3 W 54 g 

FR22GG50V125P H218208 500 V 125 A 120 kA 11.3 W 54 g 
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Ferrule fuse-links 22x58 aM 500 to 690VAC PRODUCT RANGE 

 
 

 

FR22AM50V125 

 

 
 

 

 
 

 
 

 

 
 

 
 

FR22AM69V1P 

Size 22x58 aM 500/690VAC without indicator 
 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking capacity 
AC 

Power dissipation 
at In 

 
Weight 

FR22AM69V1 M219776 690 V 1 A 120 kA 0.2 W 54 g 

FR22AM69V2 T222220 690 V 2 A 120 kA 0.25 W 54 g 

FR22AM69V4 Q222976 690 V 4 A 120 kA 0.35 W 54 g 

FR22AM69V6 Y200765 690 V 6 A 120 kA 0.45 W 54 g 

FR22AM69V8 N201308 690 V 8 A 120 kA 0.6 W 54 g 

FR22AM69V10 X201822 690 V 10 A 120 kA 0.75 W 54 g 

FR22AM69V12 T211042 690 V 12 A 120 kA 0.85 W 54 g 

FR22AM69V16 M211565 690 V 16 A 120 kA 1.15 W 54 g 

FR22AM69V20 S212076 690 V 20 A 120 kA 1.35 W 54 g 

FR22AM69V25 J212597 690 V 25 A 120 kA 1.7 W 54 g 

FR22AM69V32 V213113 690 V 32 A 120 kA 2.2 W 54 g 

FR22AM69V40 N213613 690 V 40 A 120 kA 2.7 W 54 g 

FR22AM69V50 R214122 690 V 50 A 120 kA 3.6 W 54 g 

FR22AM69V63 C215650 690 V 63 A 120 kA 4.8 W 54 g 

FR22AM69V80 H216667 690 V 80 A 120 kA 6.2 W 54 g 

FR22AM50V100 Y217693 500 V 100 A 120 kA 6.65 W 54 g 

FR22AM50V125 J218209 500 V 125 A 120 kA 9.9 W 54 g 

 
Size 22x58 aM 500/690VAC with striker 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

Item 
number 

Rated voltage AC 
(IEC) 

 
Rated current In 

Rated breaking 
capacity AC 

Power dissipation 
at In 

 
Weight 

FR22AM69V1P E215652 690 V 1 A 120 kA 0.2 W 54 g 

FR22AM69V2P J216162 690 V 2 A 120 kA 0.25 W 54 g 

FR22AM69V4P A217695 690 V 4 A 120 kA 0.35 W 54 g 

FR22AM69V6P Y218728 690 V 6 A 120 kA 0.45 W 54 g 

FR22AM69V8P Q219779 690 V 8 A 120 kA 0.6 W 54 g 

FR22AM69V10P S222978 690 V 10 A 120 kA 0.75 W 54 g 

FR22AM69V12P R201311 690 V 12 A 120 kA 0.85 W 54 g 

FR22AM69V16P W211044 690 V 16 A 120 kA 1.15 W 54 g 

FR22AM69V20P W212079 690 V 20 A 120 kA 1.35 W 54 g 

FR22AM69V25P Q213615 690 V 25 A 120 kA 1.7 W 54 g 

FR22AM69V32P X214633 690 V 32 A 120 kA 2.2 W 54 g 

FR22AM69V40P F215653 690 V 40 A 120 kA 2.7 W 54 g 

FR22AM69V50P K216669 690 V 50 A 120 kA 3.6 W 54 g 

FR22AM69V63P A1022166 690 V 63 A 120 kA 4.8 W 54 g 

FR22AM69V80P C1022168 690 V 80 A 120 kA 6.2 W 54 g 

FR22AM50V63P B217696 500 V 63 A 120 kA 4.8 W 54 g 

FR22AM50V80P Z218729 500 V 80 A 120 kA 6.2 W 54 g 

FR22AM50V100P T222979 500 V 100 A 120 kA 6.65 W 54 g 

FR22AM50V125P S201312 500 V 125 A 120 kA 9.9 W 54 g 
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Modulostar® CMC8 PRODUCT RANGE 

 
 

 
 

 

 
 

 
 

 

CMC81 

 

 

 
 

CMC81I 

Modulostar® fuse-holders for 8.5x31.5 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMC810N W1062688 N CMC8 CMC10 neutral conductor 12 - 

CMC81 V1062687 1 CMC8 single pole 12 - 

CMC81N P1062682 1 + N CMC8 single pole + neutral conductor 6 - 

CMC82 Q1062683 2 CMC8 double pole 6 - 

CMC83 M1062680 3 CMC8 triple pole 4 - 

CMC83N H1062676 3 + N CMC8 triple pole + neutral conductor 3 - 

CMC84 J1062677 4 CMC8 quadruple pole 3 - 

 
Modulostar® fuse-holders for 8.5x31.5 fuse-links, with standard indicator 

 
 
 

 

Modulostar® CMC10 PRODUCT RANGE 

 
 

 

CMC102 

CMC103N 

 

CMC101I 

 

CMC103I 

Modulostar® compact fuse-holders for 10.3x38.1 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMC101 P1062705 1 CMC10 single pole 12 - 

CMC101N G1062698 1 + N CMC10 single pole + neutral conductor 6 - 

CMC102 H1062699 2 CMC10 double pole 6 - 

CMC103 E1062696 3 CMC10 triple pole 4 - 

CMC103N Y1062690 3 + N CMC10 triple pole + neutral conductor 3 - 

CMC104 Z1062691 4 CMC10 quadruple pole 3 - 

CMC810N W1062688 N CMC8 CMC10 neutral conductor 12 - 

 
 
 

 
Modulostar® compact fuse-holders for 10.3x38.1 fuse-links, with standard indicator 

 

 
Catalog 
number 

 
Item 
number 

Number 
of poles/ 
phases 

 
Design 

 
Voltage limit for blown fuse 
indicator 

 
Package 

 
Weight 

CMC101I S1062708 1 CMC10 single pole - 12 - 

CMC101NI J1062700 1 + N CMC10 single pole + neutral conductor - 6 - 

CMC102I L1062702 2 CMC10 double pole - 6 - 

CMC103I F1062697 3 CMC10 triple pole - 4 - 

CMC103NI A1062692 3 + N CMC10 triple pole + neutral conductor - 3 - 

CMC104I B1062693 4 CMC10 quadruple pole - 3 - 

 
- 

 
on demand 

 
- 

 
Version with special indicator 

Standard: 220V-700V AC/ 

DC 

Very low: 20V-50V AC/DC 

Low: 50V-250V AC/DC 

 
- 

 
- 

 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMC81I X1062689 1 CMC8 single pole 12 - 

CMC81NI R1062684 1 + N CMC8 single pole + neutral conductor 6 - 

CMC82I S1062685 2 CMC8 double pole 6 - 

CMC83I N1062681 3 CMC8 triple pole 4 - 

CMC83NI K1062678 3 + N CMC8 triple pole + neutral conductor 3 - 

CMC84I L1062679 4 CMC8 quadruple pole 3 - 
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Modulostar® CMC8 and CMC10 ACCESSORIES 

 
 
 

 
CMS810PAK 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS810PAK Z233725 12 Links for connection of multipole units 0.5 g 

 

 
 

 
LOCK 

Locking devices 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

LOCK M223525 1 Padlock 0.48 kg 

 

 
 

 
TBB1A TBB1C 

 

 
TBB23A TBB23C 

Power supply 
 

Catalog 
number 

 
Item number 

 
Application 

 
Package 

 
Features 

 
Weight 

TBB1A D210315 Max. rms current 90A 50 
1 phase 

axial incoming power supply 
10.1 g 

TBB1C E210316 Max. rms current 90A 50 
1 phase 

lateral incoming power supply 
10 g 

TBB23A F210317 Max. rms current 90A 50 
2 & 3 phases 

axial incoming power supply 
23.3 g 

TBB23C G210318 Max. rms current 90A 50 
2 & 3 phases 

lateral incoming power supply 
23.1 g 

 

 
 

 
CMS810BB1F13 

 

 
CMS810BB2F6 

Wiring bars / Insulated bus bars 

 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

 
Item number 

 
Application 

 
Package 

 
Features 

 
Weight 

 

CMS810BB1F13 

 

T210306 

Max. rms current 63A, 

for installation of 13 

modules 

 

10 

single pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

33.5 g 

 

CMS810BB2F6 

 

V210307 

Max. rms current 63A, 

for installation of 6 

modules 

 

10 

double pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

80 g 

 

CMS810BB3F4 

 

W210308 

Max. rms current 100A, 

for installation of 4 

modules 

 

10 

triple pole, 10 mm² 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

84 g 

 

CMS810BB4F3 

 

X210309 

Max. rms current 100A, 

for installation of 3 

modules 

 

10 

quadruple pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

0.12 kg 
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UL/CSA FUSE HOLDERS 

Modulostar® CUS10 PRODUCT RANGE 

 
 

 
 

 

 

 
Modular fuse-holders 

 
 

 
CUS101 

 
 

 

 
CUS101I 

Modulostar™ compact fuse holders for 10.3x38.1 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

CUS101 G1062721 1 CUS10 single pole 12 

CUS101N C1062717 1+N CUS10 single pole + neutral conductor 6 

CUS102 D1062718 2 CUS10 double pole 6 

CUS103 A1062715 3 CUS10 triple pole 4 

CUS103N W1062711 3+N CUS10 triple pole + neutral conductor 3 

CUS104 X1062712 4 CUS10 quadruple pole 3 

CUS10N H1062722 N CUS10 neutral conductor 12 

 

Modulostar™ compact fuse holders for 10.3x38.1 fuse-links, with standard indicator 

 
 
 
 
 
 

ACCESSORIES 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Features 

 
Package 

 
Weight 

CMS810PAK Z233725 Links for connection of multipole units 12 0.5 g 
 

CMS810PAK 
 

 
CMS810BB1F13 

 

 
CMS810BB2F6 

 
Locking devices 

 

Catalog 
number 

 
Item number 

 
Features 

 
Package 

 
Weight 

LOCK M223525 Padlock 1 0.48 kg 

 

Wiring bars / Insulated bus bars 

 
 
 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Catalog 
number 

 
Item 
number 

Number 
of poles/ 
phases 

 
Design 

 
Voltage limit for blown fuse 
indicator 

 
Package 

CUS101I J1062723 1 CUS10 single pole - 12 

CUS101NI E1062719 1+N CUS10 single pole + neutral conductor - 6 

CUS102I F1062720 2 CUS10 double pole - 6 

CUS103I B1062716 3 CUS10 triple pole - 4 

CUS103NI Y1062713 3+N CUS10 triple pole + neutral conductor - 3 

CUS104I Z1062714 4 CUS10 quadruple pole - 3 

 

- 

 

on demand 

 

- 

 

Version with special indicator 

Standard: 220V-700V AC/DC 

Very low: 20V-50V AC/DC 

Low: 50V-250V AC/DC 

1000V: 220 - 1000V AC/DC 

 

- 

 

Catalog 
number 

 
Item number 

 
Application 

 
Features 

 
Package 

 
Weight 

 

CMS810BB1F13 

 

T210306 

Max. rms current 63A, 

for installation of 13 

modules 

single pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

10 

 

33.5 g 

 

CMS810BB2F6 

 

V210307 

Max. rms current 63A, 

for installation of 6 

modules 

double pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

10 

 

80 g 

 

CMS810BB3F4 

 

W210308 

Max. rms current 100A, 

for installation of 4 

modules 

triple pole, 10 mm² 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

10 

 

84 g 

 

CMS810BB4F3 

 

X210309 

Max. rms current 100A, 

for installation of 3 

modules 

quadruple pole, 10 mm², 

partition 17,5 mm (distance of 

poles), 

peg design, L-shaped 

 

10 

 

0.12 kg 
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Modulostar® CMS14 
Modular fuse-holders 

PRODUCT RANGE 

 
 

 
CMS142 

 

 
CMS143N 

Modulostar® fuse-holders for 14x51 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Standard complience 

 
Package 

 
Weight 

CMS14N T331056 N CMS 14 neutral conductor 6 0.14 kg 

CMS141 A331016 1 CMS 14 single pole 6 0.14 kg 

CMS141N T331010 1 + N CMS 14 single pole + neutral conductor 3 0.29 kg 

CMS142 R331031 2 CMS 14 double pole 3 0.27 kg 

CMS143 S331032 3 CMS 14 triple pole 2 0.42 kg 

CMS143N D331042 3 + N CMS 14 triple pole + neutral conductor 1 0.56 kg 

CMS144 F331021 4 CMS 14 quadruple pole 1 0.57 kg 

 
 
 

 
CMS141I 

 

 
 

 

 
 

 
 

 
 

 

 
 

 

 

CMS143NM 

Modulostar® fuse-holders for 14x51 fuse-links, with indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Standard complience 

 
Package 

 
Weight 

CMS141I L331049 1 CMS 14 single pole 6 0.14 kg 

CMS141NI M331050 1 + N CMS 14 single pole + neutral conductor 3 0.30 kg 

CMS142I M331004 2 CMS 14 double pole 3 0.29 kg 

CMS143I K331071 3 CMS 14 triple pole 2 0.43 kg 

CMS143NI Q331007 3 + N CMS 14 triple pole + neutral conductor 1 0.57 kg 

 
 

Modulostar® fuse-holders for 14x51 fuse-links, for installation of indicator and/or auxiliary 
micro switch 

 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Package 

 
Weight 

CMS141P W331058 1 CMS14 single pole 6 0.14 kg 

CMS141NP X331059 1 + N CMS14 single pole + neutral conductor 3 0.30 kg 

CMS142P G331022 2 CMS14 double pole, two auxiliary microswitches 3 0.29 kg 

CMS143P R331054 3 CMS14 triple pole 2 0.43 kg 

CMS143NP Z331015 3 + N CMS14 triple pole + neutral conductor 1 0.56 kg 

 
Modulostar® fuse-holders for 14x51 fuse-links, with auxiliary microswitch 

 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Package 

 
Weight 

CMS141M Z331038 1 CMS14 single pole 6 0.15 kg 

CMS141NM L331026 1 + N CMS14 single pole + neutral conductor 3 0.31 kg 

CMS142M A331062 2 CMS14 double pole, two auxiliary microswitches 3 0.29 kg 

CMS143M F331067 3 CMS14 triple pole 2 0.43 kg 

CMS143M2 H331069 3 CMS14 triple pole, two auxiliary microswitches 2 0.43 kg 

CMS143NM E331043 3 + N CMS14 triple pole + neutral conductor 1 0.61 kg 

 
Modulostar® fuse-holders for 14x51 fuse-links, with indicator and auxiliary microswitch 

 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Package 

 
Weight 

CMS141MI S331055 1 CMS14 single pole 6 0.16 kg 

CMS141NMI Q331030 1 + N CMS14 single pole + neutral conductor 3 0.30 kg 

CMS142MI X331036 2 CMS14 double pole, two auxiliary microswitches 3 0.29 kg 

CMS143MI P331006 3 CMS14 triple pole 2 0.45 kg 

CMS143M2I Y331037 3 CMS14 triple pole, two auxiliary microswitches 2 0.43 kg 

CMS143NMI H331000 3 + N CMS14 triple pole + neutral conductor 1 0.57 kg 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Modular fuse-holders 

Assembly kit 
 

 

 

 

LOCK 

 
 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS1422PAK Z218223 10 links for connection of multipole units 2.1 g 

 
 
 
 
 

Auxiliary Switches 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS14W1 CMS14W1 1 Auxiliary microswitch kit 1 pole CMS14 20 g 

CMS14W2 CMS14W2 1 Auxiliary microswitch kit 3 poles CMS14 25 g 

CMS14W3 CMS14W3 1 2 Auxiliary microswitches kit 3 poles CMS14 29 g 

CMS1422PTH CMS1422PTH 10 Auxiliary microswitch assembly pin (between 2 kits) 0.5 g 

CMS1422BP CMS1422BP 10 Enlargement pin for auxiliary microswitch 1.5 g 

 
Locking devices 

 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

LOCK M223525 1 Padlock 0.48 kg 

TAGLOCKCMS14 T1015927 1 Locking kit (Tag and lockout) 20 g 

 
 

 
TBB1A TBB1C 

 
TBB23A TBB23C 

Power supply 
 

Catalog 
number 

 
Item number 

 
Application 

 
Package 

 
Features 

 
Weight 

TBB1A D210315 Max. rms current 90A 50 
1 phase 

axial incoming power supply 
10.1 g 

TBB1C E210316 Max. rms current 90A 50 
1 phase 

lateral incoming power supply 
10 g 

TBB23A F210317 Max. rms current 90A 50 
2 & 3 phases 

axial incoming power supply 
23.3 g 

TBB23C G210318 Max. rms current 90A 50 
2 & 3 phases 

lateral incoming power supply 
23.1 g 

 

Wiring bars / Insulated bus bars 
 

Catalog 
number 

 
Item number 

 
Design 

 
Application 

 
Package 

 
Weight 

CMS14BB3F4 A210312 triple pole 
Max. rms current 100A, 

for installation of 4 modules 
5 0.12 kg 

CMS14BB2F6 Z210311 double pole 
Max. rms current 63A, 

for installation of 6 modules 
5 0.1 kg 

CMS14BB1F12 Y210310 single pole 
Max. rms current 63A, 

for installation of 12 modules 
5 47.4 g 

 
Indication facilities 

 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS1422LHI A225653 1 Indicator light kit 10 g 

 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Modulostar® CMS22 
Modular fuse-holders 

PRODUCT RANGE 

 
 

 
CMS222 

 

 
CMS223 

Modulostar® fuse-holders for 22x58 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMS22N K331094 N CMS22 neutral conductor 6 0.22 kg 

CMS221 T331079 1 CMS22 single pole 6 0.22 kg 

CMS221N H331092 1 + N CMS22 single pole + neutral conductor 3 0.47 kg 

CMS222 Q331122 2 CMS22 double pole 3 0.44 kg 

CMS223 E331135 3 CMS22 triple pole 2 0.66 kg 

CMS223N A331108 3 + N CMS22 triple pole + neutral conductor 1 0.93 kg 

CMS224 Q331099 4 CMS22 quadruple pole 1 0.88 kg 

 
 

 
CMS221I 

 

 
 

 

 

 
CMS223P 

 
 

 
 

 
CMS223NM 

Modulostar® fuse-holders for 22x58 fuse-links, with indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMS221I B331086 1 CMS22 single pole 6 0.20 kg 

CMS221NI W1001462 1 + N CMS22 single pole + neutral conductor 3 0.41 kg 

CMS222I D331134 2 CMS22 double pole 3 0.43 kg 

CMS223I L331095 3 CMS22 triple pole 2 0.66 kg 

CMS223NI N1001455 3 + N CMS22 triple pole + neutral conductor 1 0.92 kg 

 

 
Modulostar® fuse-holders for 22x58 fuse-links,for installation of indicator and/or auxiliary 
microswitch 

 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMS221P Y331083 1 CMS22 single pole 6 0.22 kg 

CMS223P V331126 3 CMS22 triple pole 2 0.64 kg 

CMS223NP M331073 3 + N CMS22 triple pole + neutral conductor 1 0.92 kg 

 

 
Modulostar® fuse-holders for 22x58 fuse-links, with auxiliary microswitch 

 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Package 

 
Weight 

CMS221M S331078 1 CMS22 single pole 6 0.22 kg 

CMS221NM W1016642 1 + N CMS22 single pole + neutral conductor 3 0.43 kg 

CMS222M V331080 2 CMS22 double pole, two auxiliary microswitches 3 0.47 kg 

CMS223M B331109 3 CMS22 triple pole 2 0.66 kg 

CMS223M2 C331087 3 CMS22 triple pole, two auxiliary microswitches 2 0.68 kg 

CMS223NM T331102 3 + N CMS22 triple pole + neutral conductor 1 0.86 kg 

 
Modulostar® fuse-holders for 22x58 fuse-links, with indicator and auxiliary microswitch 

 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Package 

 
Weight 

CMS221MI N331074 1 CMS22 single pole 6 0.23 kg 

CMS221NMI N1016589 1 + N CMS22 single pole + neutral conductor 3 0.5 kg 

CMS222MI P331098 2 CMS22 double pole, two auxiliary microswitches 3 0.46 kg 

CMS223MI E331112 3 CMS22 triple pole 2 0.66 kg 

CMS223M2I Q331076 3 CMS22 triple pole, two auxiliary microswitches 2 0.94 kg 

CMS223NMI W331104 3 + N CMS22 triple pole + neutral conductor 1 0.93 kg 

 

 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Modular fuse-holders 

 
 

 
Assembly kit 

 
 

 
 

 

 
 

 
 

 

LOCK 
 

TBB1A TBB1C 

 
TBB23A TBB23C 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS1422PAK Z218223 10 links for connection of multipole units 2.1 g 

 
 

Auxiliary Switches 
 

Catalog 
number 

 
Item number 

 
Design 

 
Package 

 
Features 

 
Weight 

CMS22W1 CMS22W1 - 1 
Auxiliary microswitch kit 1 

pole CMS22 
20 g 

CMS22W2 CMS22W2 
Auxiliary microswitch kit 3 

poles CMS22 
1 - 32 g 

CMS22W3 CMS22W3 
2 Auxiliary microswitches kit 3 

poles CMS22 
1 - 35 g 

 
CMS1422PTH 

 
CMS1422PTH 

 
- 

 
10 

Auxiliary microswitch 

assembly pin (between 

2 kits) 

 
0.5 g 

CMS1422BP CMS1422BP - 10 
Enlargement pin for 

auxiliary microswitch 
1.5 g 

 

Locking devices 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

LOCK M223525 1 Padlock 0.48 kg 

TAGLOCKCMS22 V1015928 1 Locking kit (Tag and lockout) 25 g 

 

Power supply 
 

Catalog 
number 

 
Item number 

 
Application 

 
Package 

 
Features 

 
Weight 

TBB1A D210315 Max. rms current 90A 50 
1 phase 

axial incoming power supply 
10.1 g 

TBB1C E210316 Max. rms current 90A 50 
1 phase 

lateral incoming power supply 
10 g 

TBB23A F210317 Max. rms current 90A 50 
2 & 3 phases 

axial incoming power supply 
23.3 g 

TBB23C G210318 Max. rms current 90A 50 
2 & 3 phases 

lateral incoming power supply 
23.1 g 

 

Wiring bars / Insulated bus bars 
 

Catalog 
number 

 
Item number 

 
Design 

 
Application 

 
Package 

 
Weight 

CMS22BB2F6 C210314 double pole 
Max. rms current 150A, 

for installation of 6 modules 
5 0.30 kg 

CMS22BB1F12 B210313 single pole 
Max. rms current 90A, 

for installation of 12 modules 
5 81 g 

 

Indication facilities 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS1422LHI A225653 1 Indicator light kit 10 g 

 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Modulostar® CMS22 ACCESSORIES 

F
R

 C
Y

L
. 

S
Y

S
T

E
M

 



IEC/FR - LOW VOLTAGE FUSE-SYSTEM 

IEC CYLINDRICAL FUSE HOLDERS 

EP.MERSEN.COM 44 

 

 

 

Compact fuse holders CCR PRODUCT RANGE 

 
 

 
CCR81 

 

 
 

 

 
 

 
 

 
 

CCR101N 

CCR8 for fuse-links 8,5x31mm, 25A, 400V 
 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Standard complience 

 
Package 

 
Weight 

 
CCR81 

 
C200769 

 
1 

 
CCR8 single pole 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
58 g 

 
CCR81N 

 
A218730 

 
1 + N 

CCR8 single pole 

+ neutral conductor 

in one module 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
58 g 

CCR82 V233721 2 CCR8 double pole IEC60269-2 6 0.13 kg 

CCR83 W233722 3 CCR8 triple pole IEC60269-2 4 0.19 kg 

 
CCR810N 

 
Z214635 

 
- 

 
neutral conductor 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
58 g 

 
 

CCR10 for fuse-links 10x38mm, 32A, 500V 

 
 
 
 
 
 
 
 

 

ACCESSORIES 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Package 

 
Features 

 
Weight 

CMS810PAK Z233725 12 Links for connection of multipole units 0.5 g 

 

CMS810PAK 

 

 
 

 
 

 

 
 

 
 

 

 
 

 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Catalog 
number 

Item 
number 

Number of poles/ 
phases 

 
Design 

 
Standard complience 

 
Package 

 
Weight 

 
CCR101 

 
N218213 

 
1 

 
CCR10 single pole 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
58 g 

 
CCR101N 

 
H215655 

 
1 + N 

CCR10 single pole 

+ neutral conductor 

in one module 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
62.9 g 

CCR102 X233723 2 CCR10 double pole IEC60269-2 6 0.13 kg 

CCR103 Y233724 3 CCR10 triple pole IEC60269-3 4 0.19 kg 

 
CCR810N 

 
Z214635 

 
- 

 
neutral conductor 

IEC60947-3 

IEC60269-2 

IEC60269-3 + NF 

 
12 

 
58 g 
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CC101 

Modulostar® CC8 for fuse-links 8x31mm, 25A, 400V 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC81 E215146 1 12 48 g 

 
 
 

Modulostar® CC10 for fuse-links 10x38mm, 32A, 500V 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC101 S211570 1 12 50 g 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
CC221R 

Modulostar® CC14 for fuse-links 14x51mm, 50A, 690V 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC141 S219781 1 12 0.11 kg 

 
 
 

Modulostar® CC14 for fuse-links 14x51mm, 50A, 690V, rail mounting 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC141R Z211047 1 12 0.11 kg 

 
 
 

Modulostar® CC22 for fuse-links 22x58mm, 125A, 690V 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC221 X214127 1 6 0.19 kg 

 
 
 

Modulostar® CC22 for fuse-links 22x58mm, 125A, 690V, rail mounting 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Package 

 
Weight 

CC221R B217190 1 6 0.19 kg 

 
 
 
 
 
 
 
 
 
 
 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Compact fuse-holders CC8, CC10, CC14, CC22 PRODUCT RANGE 
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Modulostar® CMS27 - Ultrasafe™ US27 
Modular fuse-holders 

PRODUCT RANGE 

 
 

 
CMS271 

 

 
 

 
 

 

 
 

 
 

 

 
 
 

 
US273 

Modulostar® fuse holders for 27x60 fuse-links, without indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

CMS271 R210580 1 single pole 3 0.30 kg 

CMS271N S210581 1 + N single pole + neutral conductor 1 0.72 kg 

CMS272 T210582 2 double pole 1 0.67 kg 

CMS273 V210583 3 triple pole 1 0.91 kg 

CMS273N W210584 3 + N triple pole + neutral conductor 1 1.25 kg 

CMS27N B210152 N neutral conductor 3 0.37 kg 

 
UltraSafe™ fuse holders for 27x60 fuse-links, with indicator 

 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

US271I J226420 1 single pole 3 0.30 kg 

US271NI K226421 1+N single pole + neutral conductor 1 0.73 kg 

US272I L226422 2 double pole 1 0.67 kg 

US273I M226423 3 triple pole 3 1 kg 

US273NI N226424 3+N triple pole + neutral conductor 1 1.27 kg 

 
UltraSafe™ fuse holders for 27x60 fuse-links, without indicator 

 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

US271 G320005 1 single pole 3 0.30 kg 

US272 H320006 2 double pole 1 0.66 kg 

US273 J320007 3 triple pole 3 0.9 kg 

US27N R232729 N neutral conductor 3 0.37 kg 

 
 

 
US271MI 

UltraSafe™ fuse holders for 27x60 fuse-links, with auxiliary microswitch and indicator 
 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

US271MI R227600 1 single pole 1 0.32 kg 

US272M2I T227602 2 double pole, 2 microswitches 1 0.7 kg 

US272MI S227601 2 double pole, 1 microswitch 1 0.68 kg 

 

UltraSafe™ fuse holders for 27x60 fuse-links, with auxiliary microswitch, indicator and ring lug 
connection 

 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

US271MIRING Z227607 1 single pole 1 0.54 kg 

US272M2IRING B227609 2 double pole, 2 microswitches 1 1.00 kg 

 
UltraSafe™ fuse holders for 27x60 fuse-links, with indicator and ring lug connection 

 

Catalog 
number 

Item 
number 

 
Number of poles/phases 

 
Design 

 
Package 

 
Weight 

US271NIRING E223518 1+N single pole + neutral conductor 1 0.8 kg 

US27IRING B223515 1 single pole 3 0.47 kg 

US272IRING C223516 2 double pole 1 1.00 kg 

US273IRING D223517 3 triple pole 3 1.39 kg 

US27NIRING F223519 N neutral conductor 3 0.34 kg 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 
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Modular fuse-holders 

 

Kit for multi phase connection 
 

Catalog 
number 

 
Item number 

 
Design 

 
Package 

 
Weight 

US27PAK US27PAK links for connection of multipole units 10 3 g 

 
Auxiliary Switches 

 

Catalog 
number 

 
Item number 

 
Design 

 
Package 

 
Weight 

US27W1 US27W1 Microswitch kit 1 20 g 

 
Wiring bars / Insulated bus bars 

 

Catalog 
number 

 
Item number 

 
Design 

 
Package 

 
Weight 

RAILDINSYPERF C213672 35mm Mounting rail symmetric drilled 40 0.33 kg 

RAILDINSY J213172 35mm Mounting rail symmetric 40 0.36 kg 

RAILDINSYRENFZ R215203 35mm Mounting rail symmetric reinforced 40 0.67 kg 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 

Modulostar® CMS27 - Ultrasafe™ US27 ACCESSORIES 
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FUSE CLIPS 

 

Clips for Cylindrical fuses IEC 
Ø sizes 10, 14, 20, 22, 27, 36, 45, 55 

PRODUCT RANGE 

 

 

 

MR10CI- 

RESSORT 

MR 10 and MR 10 CI 
 

 
Catalog 
number 

 
Item 
number 

 
Rated current In 

Maximum RMS continuous 
current through IN rated 
current fuses 

 
Recommended copper 
cable section 

 
Package 

 
Weight 

MR10RESSORT B098004 32 A 32 A 6 mm² 20 7 g 

MR10CIRESSORT Y098507 32 A 32 A 6 mm² 1000 4.5 g 

MR10RESSORTSP C098994 32 A 32 A 6 mm² 20 5.7 g 

 
MR 14 

 

 
Catalog 
number 

 
Item 
number 

 
Rated current In 

Maximum RMS continuous 
current through IN rated current 
fuses 

 
Recommended copper 
cable section 

 
Package 

 
Weight 

MR14SPRING G098170 63 A 63 A 10 mm² 10 16 g 

 
MR 20 

 

 
Catalog 
number 

 
Item 
number 

 
Rated current In 

Maximum RMS continuous 
current through IN rated current 
fuses 

 
Recommended copper 
cable section 

 
Package 

 
Weight 

MR20RESSORT H099988 125 A 125 A 35 mm² 20 40 g 

 
MR 22 

 

 
Catalog 
number 

 
Item 
number 

 
Rated current In 

Maximum RMS continuous 
current through IN rated current 
fuses 

 
Recommended copper 
cable section 

 
Package 

 
Weight 

MR22SPRING K098909 135 A 135 A 35 mm² 20 40 g 

 
MR 27 

 

 
Catalog 
number 

 
Item 
number 

 
Rated current In 

Maximum RMS continuous 
current through IN rated 
current fuses 

 
Recommended copper 
cable section 

 
Package 

 
Weight 

MR27RESSORT Y092734 250 A 250 A 120 mm² 20 50 g 

 
MR 36 

 

Catalog 
number 

Item 
number 

 
Rated current In 

Maximum RMS continuous current 
through IN rated current fuses 

Recommended copper cable 
section 

 
Package 

 
Weight 

MR36R M091275 250 A 250 A 120 mm² 1 85 g 

 
MR 45 

 

Catalog 
number 

Item 
number 

 
Rated current In 

Maximum RMS continuous current 
through IN rated current fuses 

Recommended copper cable 
section 

 
Package 

 
Weight 

MR45R L096472 315 A 315 A 185 mm² 1 0.44 kg 

MR45SPL S210236 315 A 315 A 185 mm² 1 0.23 kg 

 
MR 55 

 

Catalog 
number 

Item 
number 

 
Rated current In 

Maximum RMS continuous current 
through IN rated current fuses 

Recommended copper cable 
section 

 
Package 

 
Weight 

MR55R L078969 315 A 315 A 185 mm² 1 0.45 kg 

 
 
 
 
 
 
 

 
MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet. 


