PVC Control Cables / PVC Twisted-Pair Installation Cable

G1 451 = Product group; Product group discount G 14 5_ Part MNr. Part description

XBK PVC Control Cables YSLY3XO075 Control Cable 3x0,75mm?2
Cross-Section: O ,75 m l"l'r2 YSLYSX075 Control Cable 5x0,75mm?
Colour: Grey YSLY7X075 Control Cable 7x0,75mm?
Series: YSLY YSLY12X075 Control Cable 12x0,75mm?
Construction

* PVC insulated finely stranded wire with Cu strands according to
VDE 0295 class 5/1EC C1.5

* Conductor and jacket with PV insulation

+* Conductor marked with white identification digits

Technical Specifications
Rated VORAEE: ........ccorrivvissrnnsnans : F00W 500V
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Conductor Cross-Seeton: ... ..o 0.75mm? o i T B, W R 2
Outer Diameter
SRR e iancins ik v e s R T e e 5.8mm
B-Wine: e L et B,.9mm
7-Wire : e i R e R g TR e { 7.5mm
e I s o R AR S oo e 10.1mm
Conductor Compasibion: ... e e 2 4%0, 195mm
Colour of JACKBL: .......ooviiiiiinivisissssinnssnnss Silver-Grey (RAL 7001)
Termperature Range MOVIRE: ......oocivimimemisssisimsssmssinaran =5...+0
Temperature Range Fixed Installation: ............ccovevinnns -30...+70°C YSLY_X075
Hammabdl by i, Flame Resistant IEC332.1
Terms of Delivery
Minimum order quantity: 1 PKU = 100m nng
Manufacturer: XBK+KABEL
http:/fwww.xbk-kabel de
G1 51 2 = Product group; Product group discount G 15 1_ Part Nr. Part description
VOKA PVC Twisted-Pair KAB1633E-200 Data Cable FTP 4x2xAWG24 200m
Installation Cable
For Data Communication Cat. 5
Cross-Section: 4x2xAWG24
Colour: Grey
g L R
Features
Bare Cu wire AWG24, PE insulated, twisted pairs, four pairs, addi- S
tional wire 0,5mm tinned, plastic laminated aluminium foil, grey e ———
PV jacket, flame resistant in accordance with IEC 332-3, Cat. C ¢ I ———
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Technical Specifications T
K0 TR st s st s g 6.0 mm
WVAVE ITIPRIAMORS ittt ikt 1001502
Rated Capacitance: ........cccmrmrrermersrmmsimimrnisssisrsssnins S0nFA100m
Test VOIAEE: .......coonvnnsnnnnnn . B AR ATRVRESRIL 1) JO0W AC
Insulation ReSistance: ... =50Lkm
Temperature Range (Moving): ... 0...+50°C KAB1633E-200
Temperature Range at Fixed Installation: ...................... -20...+60°C

Attenuation (100m)

Frequency Wave Attenuation Short Cross-Talk
Attenuation

[MHz] [dB/100m] [clE]

10,0 6,6 470

100.0 22,0 32,0

Colour Sequence
White/blue and blue, white/orange and orange, white/green and
green, white/brown and brown

Approvals
EM 50173, EM 50167, ISCVIEC 11801, TIAJEIA 5EB-A

Terms of Delivery
Minimum order quantity: 1 PFKU = 200m ring

Manufacturer: voka
hitp:/fwwne voka de



