SMD AC Electric Sounders

H1 3?2 = Product group; Product group discount H 13 7_

HITPOINT SMD AC Electric
Sounders
Series: PB

Features
* Low current consumption
¢ High sound output

= Small size and light weight

Technical Specifications

Part M, Fa L Pl in | s Ty

FH [kHz] [Vgnl [dE] [mAl [*C]
G25MED3 T 25 2050 BS 80 - 20,4+ 70
925MEDRC 25 4.0...7.0 g5 70 .20...+70
9527 POS0) 2,73 4,0...7.0 B85 70 =20, +70
5030MC 4,0 2,050 75 100 -25,..470
Fa25M0 2.7 2.5.45 B85 100 -d4d),, +85

Fy = Resonant Frequency, U = Operating Voltage, 5PL,,, = Min.
5%PL., at "JH., and 10¢m Spacing, 1., = Current Consumption,
T = Operating Temperature Range

Additional Products

Magnetic buzzers also available in resonant frequency 2,3kHz,
2, 731kHz and 3,2kHz.

Terms of Delivery
thinimum onder guantity: 1 FEU = 10 pieces

Manufacturer: FITIROIET TRC,
hittp: /fwww. hitpoint.com. tw

Part M.

FBI25MEDZQ
PB925MEDSQ
PES527P05Q
PES030MO
PB7525MQ

PB925ME-_Q

PB9527P05Q

PB5030MQ

PR7RIRMOY

Part description

SMD Elec
SMD Elec
SMD Elec
SMD Elec
SMD Elec

. Sounders 3VAC 2 5kHz 80mA 85dB

. Sounders5VAC 2,5kHz 70mA B5dE

. Sounders SVAC 2,73kHz 70mA 85dB
Sounders 3VAC dkHz 70mA 75dB

. Sounders 3, 6VAC 2 7kHz 70mA B5dB
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