DIL ZIF IC Sockets

F3531 = Product group; Product group discount F 35 8 _

ECE DIL ZIF IC Sockets
Pitch: 2,54mm
Series: DIL_TEST

Features

» Standard IC pitch 2,45mm therefore can be easily soldered into a
PC board

= All plastics are LIL94V-0 grade fire retardant

= Cold-plated contacts to ensure low contact resistance

Electrical Specifications
Contact Rating, Ma.: .......coiinnininne
Contact Resistance, Max.
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Capacitance between adjacent contacts, Max.: .o apF

Technical Specifications

Cperating Temperalure: e 2 3L+ 707
Storage Temperature: .........cooommnnimiccencceececcc e =80, #8520
Service Life
Cyeles Without Load: ... S0000
Cyeles With Load:..............ccoovsvsssssssssssssssssss s i 25000
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Soldering Heat:...........cciviimineinsmnsmrnccrnecrrcenner e 200F°C foOr Sats

Dimensions

Pole A B L. Z P
[mm] [mm] [mm] [mm] {mm]

24 45,3 40,9 229 11 15,24

28 50,4 46,0 249 13 15,24

32 55,5 51,1 229 15 15.24

A0 BB, G &a1,.2 229 19 T2 15,24

Terms of Delivery
Minimum order quantity: 1 PEU = 1 pieces

Manufacturer: ece
http:/ fweew.ece.com.bw

Part Mr.

DILZ4TEST
DIL2BTEST
DIL32TEST
DIL4OTEST

Part description

Test Socket 24Pale 15 24mm
Test Socket 28Pole 15,24mm
Test Socket 32Pole 15,24mm

Test Socket 40Pale 7,62/15 24mm

DIL_TEST
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DIL24TEST, DIL2BTEST, DIL32TEST

Dimensions
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