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HAHN Transformers
Short-Circuit Proof
Output: 0,5VA

Input Voltage: 230V
Core: EI30

Features

= Winding of double coated copper wire for better insulation,
vacuum caskted, two chambers

= Connections for PCB wse

Technical Specifications

Temperature Resistance Class™... ..ot Ta 70/F
End Temperature in Case of Short-Circuil, Max2 ... 1808
End Temperature in Standard Use: ..o, 140°C
Permissible Overtemperatured; ... FOK
Primary Voltage (5080 HZ)..........coomiisimimmsnsemsececrinnias 230V AC
Poweer, MEK. (Ta-FOVFRY .. .......oiovisiminasnanssnsnsisnsssassssasisssssns 0,5VA
R O R st im0 4 g R g 4NV IS0HZ
Mo-Load Voltage (According to VDE 05700 .o 22 X Uy e

" The Maximum Permissible Continuous Ambient Temperature
Applies in the Event of Shert-Circuit, 2 Taking into Account the
Indicated Temperature Resistance Class, # At 70°C Ambient Tem-
perature

Approvals

w0570, W & G0

Additional Products

Orders of 100 pieces on request, delivery ime approx. 5 weeks.

Terms of Delivery

Minimum order quantity: 1 PKU = § pieces

Auticles in bold print in stock, other articles of 100 pieces available
an request, delivery time approx. 5 weeks.

Manufacturer: M Hann cmbH & co. kG
http:/fveww. hahn-trafo.com
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HAHN Transformers
Short-Circuit Proof
Output: 1,5VA

Input Voltage: 230V
Core: EI30

Features

* Winding of double coated copper wire for better insulation,
vacuum casted, two chambers

= Connections for PCB use

Technical Specifications

Temperature Resistance Class!™ .........ooovvvvinnniissmsssnsens weens T POVF
End Temperature in Case of Short Circuil, Max2: .............. .190°C
End Temperature in Standard Use; ..o iceeeees 140°C
Permissible Crvertemperalured: ... sissis s scesseserssies T0K
Primary Volbage (S0B0HZY ... 2 SOV AL
PONEE, R T IR s s s s mi i N e 1,5%8,
TSt VOB ... cocccecicmvsimrisinanii s nssesiassnnb aennnennsncccoaras S AOOH 2
Mo-Load Veltage {According to VDE 05700 ...vvceceeenn<2 % Uy, o

¥ The Maximum Permissible Continugus Ambient Temperature
Applies in the Event of Short-Circuit, 2 Taking into Account the
Indicated Temperature Resistance Class, 3 At 700C Ambient Tern-
perature

Approvals
soos70, WA @ Elio

Additional Products

Orders of 100 pieces on request, delivery time approx. 5 weeks.

Terms of Delivery
Minimum order quantity: 1 PKU = 5 pieces

Manufacturer: B ann GmbH & co. kG
hitpf e hahn-trafo.com

Part Mr.

BVEII013005
BVEIZ012911
EVEIZ012824

Part description

Transformeer 0,54 230V 6V 83ma
Transformer 0,5VA 230V 9V 56maA
Transformer 0,5VA 230V 12V 42mA

BVEI301_

Part Mr.

BVEI3022020
BVEIZ022021
BVEI3022022
BVEI3022023
BVEIS022025
BVEI3022026
BVEIZ022027
BVEIZ022028

Part description

Transformer 1,5VA 230V 6V 250mA
Transformer 1,5VA 230V 9V 166mA,
Transformer 1,5VA 230V 12V 125mA
Transformer 1,5VA 230V 15V 100ma
Transformer 1,5VA 230V 2xaV 2x125mA
Transformer 1,5VA 230V 2x9Y 2xB3maA
Transformer 1,5VA 230V 2x12V 2x62mA
Transfarmer 1,5VA 230V 2x15V 2x50mA

BVEI302_

auf dia
1-5=

Stifte gesehen
primar, 230V

7 - 8 = sekunddar (eine Wickliung)
6 -7 und 2 - 10 sekundar (zwei Wicklungan)
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auf die
1-5=

32,5

Slifte gesehen
primar, 230V
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7 - 8 = sebundar (eine Wicklung)
6 - 7 und 8 - 10 sekundar (zwei Wicklungen)
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