PVC Twisted-Pair Patch Cables / PVC Coaxial Cables
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VOKA PVC Twisted-Pair Patch
Cables

For Data Communication Cat. 5
Cross-Section: 4x2xAWG26
Colour: Grey

Series: FTP

Features
Tinmed Cu wire AWG26, twisted pairs, polyethylene insulated, 4
pairs, complete foil shield, additional wire, PVC jacket

Technical Specifications

Loop Resistance:. < 2900/100m
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Colour Sequence
White/blue and blue, white/orange and orange, white/green and
green, white/brown and brown

Note
You will find suitable RJ45 Hirose plugs at product group F5311

You will find the correct crimp tool EWZ3010 for Hirose RI45-
plugs in our red “Components & Devices™ catalogue at product
group TA641,

Terms of Delivery
Minimum order quantity: 1 PEU = 100m ring

Manufacturer: voka
http://www.voka.de
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PVC Coaxial Cables 50 Ohm
For Data Communication
Colour: Black

Series: RG-58C/U, RG-174U

RG-58C/U

Features
Stranded conductor Cu ware, 19x0,18mm, tinned, PE insulated,
Cu-braided shielding, 16x5x0,127mm, tinned, black PVC jacket

RG-174U

Features

Stranded conductor Cu wire, 7x0,16mm, bare, PE insulated,
Cu-braided shielding, opt. 85% coverage, made of 0, 10mm wire,
tinmed, black PVT jacket

Technical Specifications

Part Mr, Quiber Inner Inner
Diametertd? Conductor Conductar
[rrirra] Composition Material

RG-58C/U 4,95
RC-174L 2.80

19x0,18mm  Stranded Cu Wire, Tinned
el 16mm Cu Covered Steel, Bare

Electrical Specifications

Part Hr. Rated Rated Degree of
Impedance Capacitance Coverage
[£2] [pFim] [%]
RG-5BC/U 50 100 -
RG-174U 50 100 85

Terms of Delivery
Minimum erder quantity; 1 PEU = 100m ring

Manufacturer: various

Part Nr. Part description
VOKAPATCH-100 Patch Cable FTP Foil Grey 100m
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Part MNr. Part description
RG-58C/ Coax-Cable 508 Cu-Wire 100m
RG-1741) Coax-Cable SOR 100m
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