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Technical data 

 
Features 
 
Switching Random 
 
Input DC 
 
Output Transistor for DC voltage 
 
Applications 
 

Resistive, inductive, capacitive loads 

 
WG (M) ODC... 5 5A 15 15A 24 24A 5-18 

 
Input circuit 

 
Control voltage range 2,75...8 VDC 9...18 VDC 18...32 VDC 3...24 VDC 

Control current max  32 mA   18 mA   16 mA  24 mA 

Turn-off voltage min..  1 VDC   3 VDC  5 VDC  1 VDC 

Input resistance   250 0  10000  20000  10000 

Output Circuit 
 

Load voltage range 3...60 VDC 5...200 VDC 3...60 VDC 5...200 VDC 3...60 VDC 5...200 VDC 3...60 VDC 

Off-state leakage current  1 mA     2 mA  1 mA  2 mA  1 mA  2 mA  1 mA 

Load current range  0,01...3 A  0,01...1 A  0,01...3 A  0,01...1 A 0,01...3 A  0,01...1 A  0,01...3 A 

Surge current. (1,0s)   5 A   3 A    5 A   3 A    5 A    3 A    5 A 

On-state voltage max 1,5 V 
 

General data 
 

Turn-on time max. 0,1 ms 

Turn-off time max. 0,1 ms 

PWM frequency max. 250 Hz 

Isolation volt. between input/ 
output 

 
4.000 V 

Isolation resistance 50 MΩ 

Operating temperature -20...+80 °C 
 

WE RECOMMEND EXTERNAL CONTACT PROTECTION (diode, RC-link) with inductive loads. 
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Ansicht Lötseite 

 
Ansicht Lötseite 

 
 

Mini-Modul 

 

Modul 
 

Modultrageeinheit 

Eingang 

 
Ausgang VD 

 
Verstärker 
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Dimensions in mm & circuit diagram 
 

43,2  
 
25,4 

 
 
15,2 

 
Bottom view 

 
 
 
 
 
 

 
4  3 2 1 

 
 
17,8 

7,6 

 
 

2M    5M  4M 
30,5 

 
35,6 

 
 
Standard modules 

 
 
 
 

43,2 
 
10,1 Bottom view 

 
 
 
 

7,6 
 
 

30,5 
35,6 

 
17,8 

 
2M  5M  4M  

Mini modules 
 
 
 
 
 
 

Mounting  bord Module 
 

+  + 
1 

 
OUTPUT VDC C 

 
 

_  2  _ 
5 A 

AMPLIFIER 

 

+  LED  + 
3 

 
OUTPUT 

 
3,3 kOhm 

 

_  4  _ 

http://www.comus.com/
mailto:info@comus.be
http://www.comus.be/


www.comus.com page 3 Rev. 3 ECN 06030601 

Comus International, Belgium : + 32 (0)12 390 400, USA : + 1 973 777 6900  - Assemtech, UK : +44 (0) 1255 862 236 

Output Modules 
 

Datasheet WG (M) 
Comus International BVBA 
Overhaamlaan 40 
3700 Tongeren, Belgium 
Phone: +32 12390400 
Fax:     +32 12235754 
Email: info@comus.be 
www.comus.be 

ODC... 

 

 

 

Comments 
 

1.) With inductive loads we recommend to use an external protection (RC-circuit, Diode). 
 

2.) For the 60 V-types : From ambient temperature TA = +20 °C to the max. operating temperature of 80°C, 
the max load current must be decreased with 38 mA/°C . 

 
3.) For the 200 V-types : From ambient temperature TA = +20 °C to the max. operating temperature of 80°C, 

the max load current must be decreased with 18 mA/°C . 
 

4.) The surge current is defined at TA = +25 °C and non-repetitive. 
 

5.) The max On-state voltage is defined at TA = +25 °C and max. load current. 
 

6.) The turn-on and turn-off times are defined at max. Load voltage, load current and nominal input voltage. 
 
 
 

Housing specifications 

Weight Ca. 130 g (standard-housing) . 75 g (mini-housing) 

Housing material Glass filled polyester 

Potting compound Thermally conductive epoxy 

Terminals Solder pins 
 
 
 

Ordering 

Orderingname Load voltage range Control voltage range 

WG ODC 5 3...60 VDC  2.75-8 VDC 

WG ODC 15   9-18 VDC 

WG ODC 24   18-32 VDC 

WG ODC 5-18   3-24 VDC 

WG MODC 5   2.75-8 VDC 

WG MODC 15   9-18 VDC 

WG MODC 24   18-32 VDC 

WG MODC 5-18   3-24 VDC 

WG ODC 5A 5...200 VDC  2.75-8 VDC 
 

WG ODC 15A   9-18 VDC 

WG ODC 24A   18-32 VDC 

WG MODC 5A   2.75-8 VDC 

WG MODC 15A   9-18 VDC 

WG MODC 24A 18-32 VDC 
 

M: Mini module 
 
 

A: Input voltage 5-200 VDC 
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